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Specifications Sheet for VPL-EW5, VPL-EX50, VPL-EX5 and VPL-ES5 Business Projectors

	Model Name
	VPL-EW5
	VPL-EX50
	VPL-EX5
	VPL-ES5



	OPTICAL

	Projection System
	3 LCD panels, 1 lens projection system

	LCD Panel
	0.59” TFT LCD panel, 3,072,000 (1280x800x3) pixels
	0.63” TFT LCD panel, 2,359,296 (1024x768x3) pixels
	0.63” TFT LCD panel, 1,440,000 (800x600x3) pixels

	Projection Lens
	Approx 1.2 times zoom lens (Manual), f=18.53 to 22.18mm, F1.65 to 1.93

	Throwing Distance*1
	80” screen

100” screen
	2.5 to 2.9m

3.1 to 3.7m
	2.3 to 2.8m

2.9 to 3.5m

	Lamp
	190W Ultra high pressure lamp

	Recommended Lamp

Replacement Time *2
	2000H (Lamp mode: High) / 3000H (Lamp mode: Standard
	3000H

	Contrast (all white & black) *3
	Max. 700:1
	Max. 900:1
	Max. 900:1
	Max. 300:1

	SIGNALS

	Color System
	NTSC3.58, PAL, SECAM, NTSC4.43, PAL-M, PAL-N, PAL-60 system

	Resolution
	Video: 750 TV lines, RGB: 1280x800 pixels
	Video: 750 TV lines, RGB: 1024x768 pixels
	Video: 500 TV lines, RGB: 800x600 pixels



	Acceptable computer signal
	fH: 19 to 92kHz, fV: 48 to 92Hz

Maximum input signal resolution: Up to SXGA+ (fV 60Hz)

	Acceptable video signal
	Composite Video, Y/C Video, 15kRGB 50/60Hz, Progressive Component 50/60Hz, DTV (480/60i, 480/60p, 575/50i, 575/50p, 720/50p, 720/60p, 1080/50i, 1080/60i)

	Speaker
	Monoaural speaker system, 40x28.5mm

	Speaker Output
	1W (max.)

	GENERAL

	Dimensions (WxHxD)
	314x109x269mm / 12 3/8x4 3/8x10 5/8 inches (without the projection parts)

	Mass
	Approx. 3.0kg / 6lb 10 oz
	Approx. 2.9kg / 6 lb 6 oz

	Power requirements
	AC 100 to 240V, 2.6-1.1A, 50/60Hz

(AC 100V, 2.6A, 50/60Hz (JP only))
	AC 100 to 240V, 2.2-1.0A, 50/60Hz

(AC 100V, 2.2A, 50/60Hz (JP only))

	Power consumption
	Max.: 260W, Standby: 3W
	Max.: 225W, Standby: 3W

	Heat Dissipation
	884BTU
	765BTU

	V Keystone Correction Range*4
	Max. +/- 30degrees

	Operating Temperature
	0 to 35 C degrees (32 to 95 F degrees)

	Operating Humidity
	35 to 85% (no condensation)

	Storage temperature
	-20 to 60 C degrees (-4 to 140 F degrees)

	Storage humidity
	10 to 90%

	INTERFACES

	VIDEO IN
	Composite Video
	Phono type

	
	S Video
	Y/C mini DIN 4-pin

	
	Audio
	Stereo mini jack
	Stereo mini jack (shared VIDEO IN/INPUT A)

	INPUT A
	RGB
	Analog RGB/Component: HD D-sub 15 pin (female)

	
	Audio
	Stereo mini jack
	Stereo mini jack (shared INPUT A/B)
	Stereo mini jack (shared VIDEO IN/INPUT A)

	INPUT B
	RGB
	
	Analog RGB: HD-D-sub 15 pin (female)
	
	

	
	HDMI
	Digital RGB/Y CB (PB) CR (PR): HDMI (HDCP)
	
	
	

	
	Audio
	
	Stereo mini jack (shared A/B)
	
	

	OUTPUT
	RGB*5
	Analog RGB: HD D-sub 15-pin (female)

	
	Audio*6
	Stereo mini jack (variable out)

	Remote
	RS-232C
	D-sub 9 pin (female)
	

	SAFETY REGULATIONS

	
	UL60950-1, cUL (CSA No.60950-1), FCC Class B, IC Class B, CE (LVD: EN60950-1 (FIMKO), EMC), C-Tick, NOM, SASO, PSB, 電気用品安全技術基準省令２項, VCCIクラスＢ情報技術装置, JEITA, eK (K60950 + EMC), CCC (GB 4943 (IEC60950) + GB 9254 (CISPR22))

	BATTERY FOR THE PROJECTOR

	Category
	Battery Lithium

	Type
	CR2025

	Weight of single battery (g)
	2.3g

	Number of batteries per package
	1

	SUPPLIED ACCESSORIES

	
	Remote Commander (1)

Lithium battery: CR2025 (1)

HD D-sub 15-pin cable (1.8m) (1)

Security label (1)

CD-ROM (Operating Instructions) (1)*7
Quick Reference Manual (1)

Safety Regulations (1)

Carrying Case (1)

Lens Cap (1)

(AC Power Cord (1) @local)

(Warranty Card (1) @local)



	OPTIONAL ACCESSORIES

	Projector Lamp (for replacement)
	LMP-E190


*1: The throwing distance is “design value” and the tolerance is not included. Therefore the values are different from the ones in the “Installation diagram”.

*2: The number is approximate. This value varies depending on the environment or how the projector is used. 

*3: This is an approximate maximum contrast value.

*4: The picture quality may deteriorate when the V Keystone function is used as it is an electrical correction.

*5: Computer signal on the current channel from INPUT A and INPUT B (EX50) only

*6: Audio signal on the current channel from AUDIO IN of VIDEO, S VIDEO, INPUT A and INPUT B (EX50 AND EW5) only

*7: CD-ROM contents:

 - Operating instructions (JP/GB/FR/DE/IT/ES/CS)

-  Readme for CD-ROM for Windows / Mac (JP/GB/FR/DE/IT/ES/CS)
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